
V69-1
16-2

62

V
1
9
1

BOJAK

*

RADAR REQUIRED

ATIS  132.75
CHICAGO APP CON

118.4  388.0
MIDWAY TOWER

118.7  226.3
GND CON

121.65
CLNC DEL

121.85
UNICOM  122.95

ASOS
132.75

R-096

I-5
5

I-290

9094

I-

I-94

I-90

I-294

I-290

I-5
5

I-294

I-
5
7

I-94

I-
9
4

ORD

Chan 36

LOCALIZER 109.9

I-MDW
IMDW

DPA

2325

L
A

K
E

     M
IC

H
IG

A
N

CALUMET SAG CHANNEL

R
-1

8
3

0
0
3

3
0
0
0

*

9
0

9
4

I-

I-90
I-55 VISUAL APPROACH RWY 13C

I-55 VISUAL APPROACH RWY 13C

Orig  03023

Orig  03023

CHICAGO, ILLINOIS

CHICAGO, ILLINOIS

(MDW)

(MDW)

AL-81 (FAA)

41^47’N-87^45’W

I-55 APPROACH (VISUAL) RWY 13C

Radar vectors will be provided to Bojak Int via V69-116-262 or V191.  When cleared

for the I-55 Visual Approach aircraft are to depart Bojak Int on a 003  heading

until reaching Interstate 55.  Aircraft will then parallel the northside of Interstate 55

until reaching Mt. Auburn Cemetery.  Aircraft will proceed from Mt. Auburn via 135

heading/MDW Localizer (109.9) to Rwy 13C.  All aircraft shall remain south of

the DPA VOR/DME R-096 at all times.
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